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Manufacturer: SOLEXY srl

Via Enrico Fermi 2
25015 Desenzano del Garda (BS)
Italy

Manufacturing
locations:

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements.This certificate is granted subject to the conditions as set out in IECEx Scheme
Rules, IECEx 02 and Operational Documents as amended

STANDARDS :
The equipment and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found
to comply with the following standards

IEC 60079-0:2017 Explosive atmospheres - Part 0: Equipment - General requirements
Edition:7.0

IEC 60079-11:2011  Explosive atmospheres - Part 11: Equipment protection by intrinsic safety "i"
Edition:6.0

This Certificate does not indicate compliance with safety and performance requirements
other than those expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in:

Test Report:
HR/FIDI/EXTR25.0014/00

Quality Assessment Report:
GB/ITS/QAR17.0007/06
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EQUIPMENT:

Equipment and systems covered by this Certificate are as follows:

The Wireless I/0 Module LWI Series is an intrinsically safe device that allows the wireless monitoring and control of digitals and analog input
and digital output in hazardous locations.

The device has a modular construction and it is made by a Main board with radio module, a Battery pack for power supply and different
interface modules that can assembled on Main board.

Battery pack and the Main board are encapsulated. Battery pack is intended to be replaced in Hazardous Areas.
Battery pack had two connectors:

* An external power supply input: when this power input is used the Battery pack installed works as backup battery and it powers the device
only when the external power input is not present (or the voltage of power input is < 2 V).
» Second battery pack input: It is possible to connect one additional Battery pack cascade-connected extending the battery lifetime.

The device uses the LoRaWAN® protocol as communication protocol for communication with third party device.
The interface modules available which can be connected on the Main board on the connector J2 and/or J3 are:

¢ 1/O Module: this module has 4 digital input and 1 digital output NC/NO (relay rating 2A@30VAC)

e PT100/ PT1000 Module: this module has 1 input suitable for RTD PT100 or PT1000

* ADC Module 0-10 VDC: this module has 1 analogue input suitable for 0-10 VDC signal

e ADC Module 4-20 mA: this module has 1 analogue input suitable for 4-20 mA signal

¢ K Probe Module: this module has 1 input suitable for Thermocouple Type K

* 6 RTD and 1 4-20mA Module: this module has 6 inputs suitable for RTD PT100 or PT1000 and one analog input suitable for 4-20 mA
signal

Module configuration assembly:

» Main board plus one module: /0O Module, PT100 / PT1000 Module, ADC Module 0-10 VDC, ADC Module 4-20 mA, K Probe Module, 6
RTD and 1 4-20mA Module.

* Main board plus one I/0O Module plus one module on the connector J5 (of the 1/O Module): PT100 / PT1000 Module, ADC Module 0-10
VDC, ADC Module 4-20 mA, K Probe Module

Wiring to the field on the interface modules is done through terminals.

Device is assembled by manufacturer in the enclosure that complies with the requirements of a minimum |P54 rating according to IEC
60079-0.

In the case of version of product without external enclosure, the product is intended to be installed inside an enclosure that complies with the

requirements for surrounding enclosures according to IEC 60079-0, with degree of protection IP54 or better, certified according to IEC
60079-0.

See Annex for other details

SPECIFIC CONDITIONS OF USE: YES as shown below:
Version of the device:

1. without external enclosure must be installed and operated only within the surrounding enclosure which:

» complies with the requirements for surrounding enclosures according to IEC 60079-0,
« is rated with the degree of protection IP54 or better according to IEC 60529.

2. with an external enclosure with non-conductive layer includes electrostatic hazard and shall not be cleaned with dump clothes.

3. with external enclosure tested and certified for lower impact energy shall be installed on places not exposed to high risk of impact.
Annex:

IECEXFIDI25.0011_Annex-1.pdf

L



=
P .TM

IECEx Certificate
of Conformity Date: 2025.11.04

Annex 1

IECEx FIDI 25.0011X, issue O

Continued from original certificate

Intrinsically safe circuits:

Battery pack
Connection: pinl: Vin
Connector J1 (Aux battery) pin2: GND

Maximum values:

Intended for Solexy additional Battery pack connection only

Connection:
Connector J2

pinl: Vout
pin2: GND

Maximum values:

Intended for Solexy Main board connection only

Connection:
ConnectorJ3
(External power supply)

pinl: Vin
pin2: GND

Maximum values:

Ui=24V;1i=20 mA; Pi=0.48 W
Li=0 pH; Ci=0pF

Main board
Connection: . .
pinl: Vin
Connector J1 ;
pin2: GND

(Battery pack connection)

Maximum values:

Intended for Solexy Battery pack connection only

Connection:
Connector J2
(Interface modules connection)

pinl: +3.3VP; pin2: +5VP, pin3-pin8: data lines
pin9-pin10: GND

Maximum values:

Intended for Solexy Interface modules connection only

Connection:
Connector J3
(Interface modules connection)

pinl: VDC; pin2: +3.3VP, pin4: +5VP
pin5-pinl1: data lines; pin12: GND

Maximum values:

Intended for Solexy Interface modules connection only

Connection:
Connector J4/18
(Antenna connection)

Maximum values:

Li=0 uH; Ci =75 pF
Limit for the antenna + antenna cable:
Co = 30uF; Lo = no limit

/
LT L Fiditas Ltd. Slavka Tomerlina 44, 10361 Zagreb-Sesvete, Croatia
/ % Fiditas .
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Data line A+/B-

5. of Conformity Date: 2025.11.04
Connection:
: pinl: VDC; pin2-pin3: Data line A+/B-
Connector J5 =
pind: GND
(RS-485)
Uo=16.8V; lo=147 mA; Po =618 mW
pinl: VDC Li=0uH; Ci=0 uF
Lo =1.64 mH; Co =390 nF
Maximum values: Uo=6.3V;lo=228 mA; Po =360 mW
pin2-pin3: Li=0uH; Ci=0puF

Lo =683 puH; Co =31 uF
Ui=6.3V;Ili=228 mA

1/0 Module

Connection:
ConnectorJ1
(digital input)

pinl, pin3, pin5, pin7: In

pin2, pin4, pin6, pin8: GND

Uo=6.3V;l0=6.37 mA; Po =10 mW

NC/NO)

2 pinl, pin3, Li=OpuH; Ci=0 puF
Maximum values: . 4
pin5, pin7: In Lo=0.8H; Co=31pF
Ui=6.3V;li=100 mA
Connection: i
pinl: NO
Connector J2 )
. pin2: C
(digital output relay contact )
pin3: NC

Maximum values:

pinl, pin2, pin3

Li=0;Ci=0

For the connection of an intrinsically safe
circuit in Level of Protection 'ia’ with the
following maximum values:
Ui<30V;Ili<2A;Pi<30W

PT100 / PT1000 Module

Connection:
Connector J1
(PT100 or PT1000 input)

pinl, pin2, pin3, pind

Maximum values:

pinl, pin2, pin3, pind

Uo=6.3V;lo=80mA; Po=126 mW
Li=0uH; Ci=0.33 uF
Lo =5.55 mH; Co =30 uF

fo
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ADC Module 0-10 VDC

Connection:
Connector J1

(analog voltage input)

pinl:
pin3:

+12VA; pin2: Input signal
GND

Uo=16.8V;lo =147 mA; Po =618 mW

pinl: +12VA Li=OuH; Ci=0puF
Lo =1.64 mH; Co =390 nF
Maximum values: Uo=6.3V;l0=0.63 mA; Po=1mW
) , Li=0pH; Ci=0 uF
pin2: Input signal
Lo=1H;Co=31uF
Ui=10V; li=1mA
ADC Module 4-20 mA
Connection: )
pinl: +12VA; pin2-pin3: Input signal
Connector J1
. pin4d: GND
(4-20 mA current input)
Uo=16.8V; lo =147 mA; Po =618 mW
pinl: +12VA Li=0pH; Ci=0 puF

Maximum values:

Lo =1.64 mH; Co =390 nF

pin2-pin3: Li=0 uH; Ci=0 uF
Input signal Lo=1H;Co=31puF

Uo=6.3V;l0=0.2mA; Po=0.4 mW

Ui=30V,;li=25mA

K Probe Module

Connection:
Connector J1 ] B
pinl, pin2

(Thermocouple Type K
input)

Uo=6.3V;lo=73mA; Po =115 mW
Maximum values: pinl, pin2 Li=0pH; Ci=0.121 pF

Lo =6.67 mH; Co =30 uF

6 RTD and 1 4-20mA Module

Connection:

Connector

J3,14,15, 16,17, 18
(PT100 or PT1000 input)

pinl,

pin2, pin3, pind

Maximum values:

pinl,

Uo=6.3V;lo=217 mA; Po =342 mW
pin2, pin3, pin4 Li=0 pH; Ci =19.13 pF
Lo=0.75mH; Co=11.87 uF
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Connection: )
pinl: +12VA; pin2-pin3: Input signal
Connector J9 i
. pind: GND
(4-20 mA current input)
Uo=16.8V;lo=147 mA; Po =618 mW
pinl: +12VA Li=0OuH; Ci=0uF
Lo =1.64 mH; Co =390 nF
Maximum values: Uo=6.3V;lo0=0.2 mA; Po=0.4 mW
pin2-pin3: Li=0pH; Ci=0puF
Input signal Lo=1H; Co=31pF
Ui=30V;li=25mA

Note:

The above parameters of capacitance and inductance apply when one of the two conditions below is met:
- The total Li of the external circuit (excluding the cable) is < 1 % of the Lo value or

- The total Ci of the external circuit (excluding the cable) is < 1 % of the Co value.

The above parameters for capacitance and inductance are reduced to 50 % when both of the two conditions
below are met:

- the total Li of the external circuit (excluding the cable) is = 1 % of the Lo value and

- the total Ci of the external circuit (excluding the cable) is 2 1 % of the Co value.

The reduced capacitance of the external circuit (including cable) shall not be greater than 1uF for Group 1lIC and
600nF for Group IIC.

Rated data:

Ambient temperature:

Battery pack installed Ambient temperature range
BL-01 (LS14500) -40°C to +80°C
BL-02 (LS17500) -40°C to +60°C

In the case of version of product with external increased safety enclosure the ambient temperature range must be
consistent with the ambient/service temperature range of the enclosure used, within the maximum values
indicated above which depend on battery pack installed.

Ingress protection: IP54 (see Specific Conditions of Use)

Warning markings:
“WARNING — POTENTIAL ELECTROSTATIC CHARGING HAZARD — SEE INSTRUCTIONS” in the case of external
enclosure with nonconductive layer.
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5 of Conformity Date: 2025.11.04
Codification of product
LWi X | X | XX | XX | XX | - XXXXX
1 3 4 |5 6
1 | Housing X 1 digit for housing type
0 Without external enclosure
M Metal housing IP65
P Plastic housing IP65
2 | Digital I/O 0 RS485
1 RS485 + 4 digital input and digital output (1/0
Module)
3 | Analogue I/O 00 None
01 Thermocouple Type K (K Probe Module)
02 PT100 (PT100 / PT1000 Module)
03 PT1000 (PT100 / PT1000 Module)
04 4-20 mA receiver (ADC Module 4-20 mA)
05 4-20 mA for existing loop (ADC Module 4-20 mA)
06 0-10 VDC (ADC Module 0-10VDC)
07 Multi rtd+4-20 mA
Operating frequency XX 2 digits for operating frequence and RF approvals
5 | Standard reference XX 2 digits for certification marking
Special execution XXXXX Up to 5 digits for special execution in terms of
marking, labelling, instruction, packaging, etc...
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